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Specifications

Dimensions (Unit: mm)

TH-42PR11EH TH-37PR11EH

Panasonic Plasma Displays

42-inch model

TH-42PR11EH
High Definition 
Hospitality Plasma Display

37-inch model

TH-37PR11EH
High Definition 
Hospitality Plasma Display

TY-ST09GR-K
Swivel angle: ±20º (lateral)

Pedestal

Mounting Options
Wall-Hanging Bracket

TY-WK42PV3W

Wall-Hanging Bracket (Angled)

TY-WK42PR3W

Remote Control

EUR7636070R

Note: Pedestals shown above are optionally available.

DISPLAY
TH-42PR11EH TH-37PR11EH

SIGNAL COMPATIBILITY

INPUT TERMINALS

ELECTRICAL

SOUND

MECHANICAL

ENVIRONMENT

RADIATION REGULATIONS

SAFETY STANDARDS

INCLUDED ACCESSORIES

Screen Size (Diagonal)
Effective Display Area (W x H)
Resolution (H x V)
Pixel Pitch (H x V)
Contrast Ratio (Bright room)
Gradation

42-inch (106cm)
922 x 518 mm

1,024 x 768 pixels (1 pixel=3cells for R, G, and B)
0.900 x 0.675 mm

UXGA (WXGA and over resolution: Compressed)

Plug & Play (VESA DDC 2B)

D-sub 9pin x 1 (Male), External control , RS-232C compatible

275 W

1,020 x 705 x 95 (*1) mm
approx. 27.0 kg

15,000:1 (400:1)
4,096 steps (equivalent)

Horizontal frequency: 15 — 110 kHz
Vertical frequency: 48 —120 Hz

VGA, WVGA, SVGA, XGA, WXGA, WXGA+, SXGA

Mini D-sub 15pin x 1(Female) ; Analogue RGB/Components 

M3 jack x 1

Vacant
Vacant
Vacant

220-240 V AC, 50 Hz/60 Hz

0.5 W
Save OFF 1.8 W, Save ON 0.9 W

120 x 60 mm x 2 pcs, 8 ohms
20 W [10 W + 10 W] (10 % THD)

0°C — 40°C
20% — 80% (Non condensation)

0 — 2,800 m

EN55022  Class-B, EN55024, EN61000-3-2, EN61000-3-3

EN60065 Ver.7

Fixing band x 1, AC power cord x 2, Operating instruction book

37-inch (94cm)
819 x 457 mm

1,024 x 720 pixels (1 pixel=3cells for R, G, and B)
0.800 x 0.635 mm

UXGA (XGA and overresolution: Compressed)

D-sub 9pin x 1 (Female), External control , RS-232C compatible

250 W

917 x 644 x 95 (*1) mm
approx. 24.0 kg

Scan Rate

PC Signal Compatibility

PC IN

AUDIO IN
SERIAL

Power Requirements
Power Consumption
Power Off Condition
Stand-by Condition

Speaker
Audio Output

Dimensions (W x H x D)
Weight

Temperature
Humidity
Altitude 

Fixed

Slot1
Slot2
Slot3

*1:109 mm when including protruding portion of slots

819

917

20°

20°

95

109

36
9.

5

64
4

660

45
7

32
0
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5
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0

19
6

80

144.2
369

With the option pedestal 
TY-ST09GR attached

602

23
0.

2
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5.
2
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