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Plasma Display Specifications

LCD Display Specifications

Dimensions (Unit: inch)

Panasonic Plasma and LCD Displays

42-inch model

TH-42PR11UK/TH-42PR11UH
High Definition Hospitality Plasma Display*

37-inch model

TH-37PR11UK/TH-37PR11UH
High Definition Hospitality Plasma Display*

TY-ST09GR-K (Dark Grey)
Swivel angle: ±20º (lateral)

Pedestal

Options for Plasma Display

Option for LCD Display

Wall-Hanging Bracket

TY-WK42PV3U

Wall-Hanging Bracket (Angled)

Wall-Hanging Bracket (Angled)

TY-WK42PR3U

TY-ST09GR-BK (Black)
Swivel angle: ±20º (lateral)

* Pedestals shown above are available as options.

32-inch model

TH-32LR11UK/TH-32LR11UH
High Definition Hospitality LCD Display

UKUK
UK

UH
UHUH

TY-WK32GRW

DISPLAY

DISPLAY

Signal Compatibility

Input / Output

ELECTRICAL

TH-42PR11UK / TH-42PR11UH

TH-32LR11UK / TH-32LR11UH

TH-37PR11UK / TH-37PR11UH

SIGNAL COMPATIBILITY

INPUT TERMINALS

ELECTRICAL

SOUND

MECHANICAL

OPERATING ENVIRONMENT

EMI REGULATIONS

SAFETY STANDARDS

INCLUDED ACCESSORIES

Screen Size (Diagonal)
Aspect Ratio
Effective Display Area (W x H)
Resolution (H x V)
Pixel Pitch (H x V)
Contrast Ratio(Bright room)
Gradation

Screen Size (Diagonal)
Aspect Ratio
Effective Display Area (W x H)
Resolution (H x V)
Dynamic Contrast Ratio
Viewing Angle
Response Time (G to G)

Scan Rate

PC Signal Compatibility

PC IN

AUDIO IN
SERIAL

Power Requirements
Power Consumption
Power off condition
Stand-by condition

Speaker
Audio Output

Including pedestal
Display set only

Temperature
Humidity

Dimemsions
(W×H×D)

Operating 
environment

Including pedestal
Display set only
Cabinet Color

Weight

Slot1
Slot2
Slot3

Fixed 
Terminals

Interchangeable 
Terminals

41.6-inch

36.3" x 20.4" (922 x 518 mm)
1024 x 768  pixels (1 pixel = 3 cells for R, G and B)

0.900 x 0.675 mm

VGA, SVGA, XGA, SXGA, UXGA
(SXGA and over resolution: Compressed)

365 W
0.2 W

Save Off: 1.5 W, Save On: 0.6 W

40.2" x 27.8" x 3.7" (*1) (1,020 x 705 x 95 (*1) mm)
59.5 lbs. (27.0 kg)

15,000:1 (400:1)
4,096 steps (equivalent)

16:9

Horizontal frequency: 15 — 110 kHz
Vertical frequency: 48 —120 Hz

Mini D-sub 15pin (Female) x 1;   Analog RGB/Component
Plug & Play (VESA DDC 2B)  

M3 jack x 1
D-sub 9-pin (Male) x 1, External control, RS-232C compatible

Vacant
Vacant
Vacant

AC 120 V/AC 127 V, 50 Hz/60 Hz

4.7" x 2.4" (120 x 60 mm) x 2 pcs, 8 ohms
20 W [10 W + 10 W] (10 % THD)

TH-42PR11UK/TH-37PR11UK: Black / TH-42PR11UH/TH-37PR11UH: Dark Grey

32°F — 104°F (0°C — 40°C)
20% — 80% (Non condensation)

0 — 9,100 feet (0 — 2,800 m)

FCC Part 15  Class-B, ICES-003 NOM approval

UL6500, NOM approval

Fixing band x 1, AC power cord, Operating instruction book

・Fixing Band×2　　　・AC power cord　　　・Operating instruction book

UL6500 Ver.2, NOM approval

FCC Part 15 Class-B, ICES-003 NOM approval

32°F — 104°F (0°C — 40°C)
20% — 80% (Non condensation)

31.5-inch
16:9

27.5" x 15.4" (698 x 392 mm)
1,366×768 pixels

4000:1
178 Degrees

8 ms

Horizontal  frequency 15 — 110 kHz
Vertical frequency 48 — 120Hz
VGA, SVGA, XGA, SXGA, UXGA

 (SXGA and over resolution : Compressed)

Mini D-sub 15pin ｘ1Analog RGB/Components
Plug & Play (VESA DDC 2B)

M3 jack x1
D-sub 9-pin x1, External control, RS-232C compatible

Vacant
Vacant
Vacant

110 - 127 V AC, 50Hz/60Hz
160 W
0.1 W

Save Off: 1.1 W, Save On: 0.4 W

4.8" x 2.4" (120 x 60mm) x 2 pcs, 8 ohms
16W [8W+8W] (10% THD)

31.2" x 24.3" x 11.9" (791 × 615 × 300 mm)
31.2" x  22.2" × 4.3" (791 × 563 × 108 mm)

 (5.3"(132.7 mm) when including protruding portion of slots)
approx. 48.5lbs (22.0 kg)
approx. 40.8lbs (18.5 kg)

TH-32LR11UK: Black / TH-32LR11UH: Gray

36.9-inch

32.2" x 18.0" (819 x 457 mm)
1024 x 720 pixels (1 pixel = 3 cells for R, G and B)

0.800 x 0.635 mm

VGA, SVGA, XGA, SXGA, UXGA
(XGA and over resolution: Compressed)

315 W
0.2 W

Save Off: 1.5 W, Save On: 0.6 W

36.1" x 25.4" x 3.7" (*1) (917 x 644 x 95 (*1) mm)
52.9 lbs. (24.0 kg)

Scan Rate

PC Signal Compatibility

PC IN

AUDIO IN
SERIAL
Slot1
Slot2
Slot3

Power Requirements
Power Consumption
Power off condition
Stand-by condition

Speaker
Audio Output

Dimensions (W x H x D)
Weight
Cabinet Color

Temperature
Humidity
Altitude 

Fixed

*1:  4.3" (109 mm) when including protruding portion of slots

TH-42PR11UK/TH-42PR11UH

TH-32LR11UK/TH-32LR11UH

TH-37PR11UK/TH-37PR11UH




